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Status of This Memo 


This RFC specifies a proposed protocol for the ARPA Internet 
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CHAPTER 1 


Introduction 


The Reliable Data Protocol (RDP) is designed to provide a 
reliable data transport service for packet-based applications 
such as remote loading and debugging. The protocol is intended 
to be simple to implement but still be efficient in environments 
where there may be long transmission delays and loss or non- 
sequential delivery of message segments. 


Although this protocol was designed with applications such 
as remote loading and debugging in mind, it may be suitable for 
other applications that require reliable message services, such 
as computer mail, file transfer, transaction processing, etc. 


Some of the concepts used come from a variety of sources. 
The authors wish credit to be given to Eric Rosen, Rob Gurwitz, 
Jack Haverty, and to acknowledge material adapted from  "RFC-793, 
The Transmission Control Protocol", edited by Jon Postel. Thanks 
to John Linn for the checksum algorithm. 
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CHAPTER 2 


General Description 


2.1 Motivation 


RDP is a transport protocol designed to efficiently support 
the bulk transfer of data for such host monitoring and control 
applications as  loading/dumping and remote debugging. It 
attempts to provide only those services necessary, in order to be 
efficient in operation and small in size. Before designing the 
protocol, it was necessary to consider what minimum set of 
transport functions would satisfy the requirements of the 
intended applications. 


The following is a list of requirements for such a transport 
protocol: 


[e Reliable delivery of packets is required. When loading 
or dumping a memory image, it is necessary that all 
memory segments be delivered. A ‘hole’ left in the 
memory image is not acceptable. However, the internet 
environment is a lossy one in which packets Can get 
damaged or lost. So a positive acknowledgement and 
retransmission mechanism is a necessary component of the 
protocol. 

O Since loading and dumping of memory images over the 


internet involves the bulk transfer of large amounts of 
data over a lossy network with potentially long delays, 
it is necessary that the protocol move data efficiently. 
In particular, unnecessary retransmission of segments 
should be avoided. If a single segment has been lost but 
succeeding segments correctly received, the protocol 
should not require the retransmission of all of the 


segments. 

[e Loading and dumping are applications that do not 
necessarily require sequenced delivery of segments, as 
long as all segments eventually are delivered. So the 


protocol need not force sequenced delivery. For these 
types of applications, segments may be delivered in the 
order in which they arrive. 


Page 3 


RFC-908 


July 1984 


However, some applications may need to know that a 
particular piece of data has been delivered before 
sending the next. For example, a debugger will want to 
know that a command inserting a breakpoint into a host 
memory image has been delivered before sending a 
"proceed" command. If those segments arrived out of 
sequence, the intended results would not be achieved. 
The protocol should allow a user to optionally specify 
that a connection must deliver segments in  sequence- 
number order. 


The loading/dumping and debugging applications are well- 
defined and lend themselves to easy packetization of the 
transferred data. They do not require a complex byte- 
stream transfer mechanism. 


In order to combine the requirements for bulk transfers of 


data 


and reliable delivery, it is necessary to design a 


connection-oriented protocol using a three-way handshake to 
synchronize sequence numbers. The protocol seems to be 
approaching TCP in complexity, so why was TCP not, in fact, 


chosen? 


The answer is that TCP has some disadvantages for these 


applications. In particular: 


o 
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TCP is oriented toward a more general environment, 
supporting the transfer of a stream of bytes between two 
communicating parties. TCP is best suited to an 
environment where there is no obvious demarcation of data 
in a communications exchange. Much of the difficulty in 
developing a TCP implementation stems from the complexity 
of supporting this general byte-stream transfer, and thus 
a significant amount of complexity can be avoided by 
using another protocol. This is not just an 
implementation consideration, but also one of efficiency. 


Since TCP does not allow a byte to be acknowledged until 
all prior bytes have been acknowledged, it often forces 
unnecessary retransmission of data. Therefore, it does 
not meet another of the requirements stated above. 


TCP provides sequenced delivery of data to the 
application. If the application does not require such 
sequenced delivery, a large amount of resources are 
wasted in providing it. For example, buffers may be tied 
up buffering data until a segment with an earlier 
sequence number arrives. The protocol should not force 
its segment-sequencing desires on the application. 


RDP Specification General Description 


RDP supports a much simpler set of functions than TCP. The 
flow control, buffering, and connection management schemes of RDP 
are considerably simpler and less complex. The goal is a 


protocol that can be easily and efficiently implemented and that 
will serve a range of applications. 


RDP functions can also be subset to further reduce the size 
of a particular implementation. For example, a target processor 
requiring down-loading from another host might implement an RDP 
module supporting only the passive Open function and a single 
connection. The module might also choose not to implement out- 
of-sequence acknowledgements. 


2.2 Relation to Other Protocols 


RDP is a transport protocol that fits into the layered 
internet protocol environment. Figure 1 illustrates the place of 
RDP in the protocol hierarchy: 


toss + +----- + H===== + T------ t 
| TELNET | | FTP | |Debug| ... |Loader| Application Layer 
Ha Sse + +----- + T-——--— + H====== + 
| | | | 
+----- +----+ +------ +------ + 
| | 
+------ + Ho + 
| TCP | | RDP | Transport Layer 
Ho + Ho + 
| | 
fene SSS SaaS SSS SSS = + 
Internet Protocol & ICMP | Internetwork Layer 
doeaseesccoencosooossoencccescesc + 
Fosas 22 222 SSeS + 
Network Access Protocol Network Layer 
4-—----------------------- + 


Relation to Other Protocols 
Figure 1 
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RDP provides the application layer with a reliable message 
transport service. The interface between users and RDP transfers 
data in units of messages. When implemented in the internet 
environment, RDP is layered on the Internet Protocol (IP), which 
provides an unreliable datagram service to RDP. Data is passed 
across the RDP/IP interface in the form of segments. RDP uses 
the standard IP interface primitives to send and receive RDP 
segments as IP datagrams. At the internet level, IP exchanges 
datagrams with the network layer. An internet packet may contain 
an entire datagram or a fragment of a datagram. 


# $ 
"m * ! 
Q ) 
+------ + +----- + +----+ So os Ax + 
| [Messages | |Segments | | Datagrams "E 
| User |«------- >| RDP |«------- >| IP |«------- > Internet 
| | | | ? 
+------ + +----- + +----+ ‘ ! ) 
X x $ 
@ 7 ! 


Form of Data Exchange Between Layers 
Figure 2 


If internetwork services are not required, it should be 
possible to use the RDP without the IP layer. As long as the 
encapsulating protocol provides the RDP with such necessary 
information as addressing and protocol demultiplexing, it should 
be possible to run RDP layered on a variety of different 
protocols. 
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CHAPTER 3 


Protocol Operation 


3.1 Protocol Service Objectives 
The RDP protocol has the following goals: 


O RDP will provide a full-duplex communications channel 
between the two ports of each transport connection. 


O RDP will attempt to reliably deliver all user messages 
and will report a failure to the user if it cannot 
deliver a message. RDP extends the datagram service of 
IP to include reliable delivery. 


[e RDP will attempt to detect and discard all damaged and 
duplicate segments. It will use a checksum and sequence 
number in each segment header to achieve this goal. 


O RDP will optionally provide sequenced delivery of 
segments. Sequenced delivery of segments must be 
specified when the connection is established. 


o RDP will acknowledge segments received out of sequence, 
as they arrive. This will free up resources on the 
sending side. 


3.2 RDP Connection Management 


RDP is a connection-oriented protocol in which each 
connection acts as a full-duplex communication channel between 
two processes. Segments from a sender are directed to a port on 
the destination host. The two 8-bit source and destination port 
identifiers in the RDP header are used in conjunction with the 
network source and destination addresses to uniquely identify 
each connection. 
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3.2.1 Opening a Connection 


Connections are opened by issuing the Open request, which 
can be either active or passive. A passive Open request puts RDP 
into the Listen state, during which it passively listens for a 
request to open a connection from a remote site. The active Open 
request attempts to establish a connection with a specified port 
at a remote site. 


The active Open request requires that a specific remote port 
and host address be specified with the request. The passive Open 
may optionally specify a specific remote port and network 
address, or it may specify that an open be accepted from anyone. 
If a specific remote port and host address were specified, an 
arriving request to open a connection must exactly match the 
specified remote port and address. 


3.2.2 Ports 


Valid port numbers range from 1 to 255 (decimal). There are 
two types of ports: "well known" ports and "allocable" ports. 
Well-known ports have numbers in the range 1 to 63 (decimal) and 


allocable ports are given numbers in the range 64 to 255. 


The user, when issuing an active Open request, must specify 
both the remote host and port and may optionally specify the 
local port. If the local port was not specified, RDP will select 
an unused port from the range of allocable ports. When issuing a 
passive Open request, the user must specify the local port 
number. Generally, in this case the local port will be a well- 
known port. 


3.2.3 Connection States 


An RDP connection will progress through a series of states 
during its lifetime. The states are shown in Figure 3 and are 
individually described below. In Figure 3, the boxes represent 
the states of the RDP FSM andthe arcs represent changes in 
state. Each arc is annotated with the event causing the state 
change and the resulting output. 


Page 8 


RDP Specification Protocol Operation 


CLOSED 


The CLOSED state exists when no connection exists and there 
is no connection record allocated. 


LISTEN 


The LISTEN state is entered after a passive Open request is 
processed. A connection record is allocated and RDP waits 
for an active request to establish a connection from a 
remote site. 


SYN-SENT 


The SYN-SENT state is entered after processing an active 
Open request. A connection record is allocated, an initial 
sequence number is generated, and a SYN segment is sent to 
the remote site. RDP then waits in the SYN-SENT state for 
acknowledgement of its Open request. 


SYN-RCVD 


The SYN-RCVD state may be reached from either the  LISTEN 
state or from the SYN-SENT state.  SYN-RCVD is reached from 
the LISTEN state when a SYN segment requesting a connection 
is received from a remote host. In reply, the local RDP 
generates an initial sequence number for its side of the 
connection, and then sends the sequence number and an 
acknowledgement of the SYN segment to the remote site. It 
then waits for an acknowledgement. 


The SYN-RCVD state is reached from the SYN-SENT state when a 
SYN segment is received from the remote host without an 
accompanying acknowledgement of the SYN segment sent to that 


remote host by the local RDP. This situation is caused by 
Simultaneous attempts to open a connection, with the SYN 
segments passing each other in transit. The action is to 


repeat the SYN segment with the same sequence number, but 
now including an ACK of the remote host's SYN segment to 
indicate acceptance of the Open request. 
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p------------ + 
| | <------------------------- 
--| CLOSED | 
oe + 
4------------ + | 
| 
Active 
Open Request 
snd SYN | 
rcv SYN V 
—-—--------- 4p------------4 
snd SYN,ACK 
------------------------ SYN-SENT 
| | 
p------------ + 
rcv SYN,ACK | 
PERS SNE + snd ACK 
> | OPEN | <-------------- + 
p------------ + 
rcv RST Close request 
XXX snd RST 
V 
p------------ + 
| CLOSE-WAIT |-------------------------- 
| After a Delay 
p------------ + 


RDP Connection State Diagram 
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OPEN 


The OPEN state exists when a connection has been established 
by the successful exchange of state information between the 
two sides of the connection. Each side has exchanged and 
received such data as initial sequence number, maximum 
segment size, and maximum number of unacknowledged segments 
that may be outstanding. In the Open state data may be sent 
between the two parties of the connection. 


CLOSE-WAIT 


The CLOSE-WAIT state is entered from either a Close request 
or from the receipt of an RST segment from the remote site. 
RDP has sent an RST segment and is waiting a delay period 
for activity on the connection to complete. 


3.2.4 Connection Record 


The variables that define the state of a connection are 
stored in a connection record maintained for each connection. 
The following describes some of the variables that would be 


stored in a typical RDP connection record. It is not intended to 
be an implementation specification nor is it a complete 
description. The purpose of naming and describing some of the 


connection record fields is to simplify the description of RDP 
protocol operation, particularly event processing. 


The connection record fields and their descriptions follow: 
STATE 
The current state of the connection. Legal values are OPEN, 
LISTEN, CLOSED, SYN-SENT, SYN-RCVD, and CLOSE-WAIT. 
Send Sequence Number Variables: 
SND.NXT 


The sequence number of the next segment that is to be sent. 
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SND.UNA 


The sequence number of the oldest unacknowledged segment. 


SND . MAX 
The maximum number of outstanding (unacknowledged) segments 
that can be sent. The sender should not send more than this 


number of segments without getting an acknowledgement. 
SND.ISS 


The initial send sequence number. This is the sequence 
number that was sent in the SYN segment. 


Receive Sequence Number Variables: 
RCV . CUR 


The sequence number of the last segment received correctly 
and in sequence. 


RCV . MAX 


The maximum number of segments that can be buffered for this 
connection. 


RCV.IRS 


The initial receive sequence number. This is the sequence 
number of the SYN segment that established this connection. 


RCVDSEONO [n] 


The array of sequence numbers of segments that have been 
received and acknowledged out of sequence. 


Other Variables: 
CLOSEWAIT 

A timer used to time out the CLOSE-WAIT state. 
SBUF.MAX 


The largest possible segment (in octets) that can legally be 
sent. This variable is specified by the foreign host in the 
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SYN segment during connection establishment. 


RBUF.MAX 
The largest possible segment (in octets) that can be 
received. This variable is specified by the user when the 


connection is opened. The variable is sent to the foreign 
host in the SYN segment. 


Variables from Current Segment: 


SEG.SEQ 
The sequence number of the segment currently being 
processed. 

SEG.ACK 


The acknowledgement sequence number in the segment currently 
being processed. 


SEG.MAX 


The maximum number of outstanding segments the receiver is 
willing to hold, as specified in the SYN segment that 
established the connection. 


SEG. BMAX 


The maximum segment size (in octets) accepted by the foreign 
host on a connection, as specified in the SYN segment that 
established the connection. 


3.2.5 Closing a Connection 


The closing of a connection can be initiated by a Close 
request from the user process or by receipt of an RST segment 
from the other end of the connection. In the case of the Close 
request, RDP will send an RST segment to the other side of the 
connection and then enter the CLOSE-WAIT state for a period of 
time. While in the CLOSE-WAIT state, RDP will discard segments 
received from the other side of the connection. When the time- 
out period expires, the connection record is deallocated and the 
connection ceases to exist. This simple connection closing 
facility requires that users determine that all data has been 
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reliably delivered before requesting a close of the connection. 


3.2.6 Detecting an Half-Open Connection 


If one side of a connection crashes, the connection may be 
left with the other side still active. This situation is termed 
to be an half-open connection. For many cases, the active RDP 
will eventually detect the half-open connection and reset. Two 
examples of recovery from half-open connections are provided in 
sections 5.7 and 5.8. Recovery is usually achieved by user 
activity or by the crashed host's attempts to re-establish the 
connection. 


However, there are cases where recovery is not possible 
without action by the RDP itself. For example, if all connection 
blocks are in use, attempts to re-establish a broken connection 
will be rejected. In this case, the RDP may attempt to free 
resources by verifying that connections are fully open. It does 
this by sending a NUL segment to each of the other RDPs. An 
acknowledgement indicates the connection is still open and valid. 


To minimize network overhead, verification of connections 
should only be done when necessary to prevent a deadlock 
situation. Only inactive connections should be verified. An 
inactive connection is defined to be a connection that has no 
outstanding unacknowledged segments, has no segments in the user 
input or output queues, and that has not had any traffic for some 
period of time. 


3.3 Data Communication 


Data flows through an RDP connection in the form of 
segments. Each user message submitted with a Send request is 
packaged for transport as a single RDP segment. Each RDP segment 
is packaged as an RDP header and one or more octets of data. RDP 
will not attempt to fragment a large user message into smaller 
segments and re-assemble the message on the receiving end. This 
differs from a byte-stream protocol such as TCP which supports 
the transfer of an indeterminate length stream of data between 
ports, buffering data until it is requested by the receiver. 
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At the RDP level, outgoing segments, as they are created, 
are queued as input to the IP layer. Each segment is held by the 
sending RDP until it is acknowledged by the foreign host. 
Incoming segments are queued as input to the user process through 
the user interface. Segments are acknowledged when they have 
been accepted by the receiving RDP. 


The receiving end of each connection specifies the maximum 
segment size it will accept. Any attempt by the sender to 
transmit a larger segment is an error. If RDP determines that a 
buffer submitted with a Send request exceeds the maximum size 
segment permitted on the connection, RDP will return an error to 
the user. In addition, RDP will abort a connection with an RST 
segment if an incoming segment contains more data than the 
maximum acceptable segment size. No attempt will be made to 
recover from or otherwise overcome this error condition. 


If sequenced delivery of segments is necessary for a 
connection, the requirement must be stated when the connection is 
established. Sequenced delivery is specified when the Open 
request is made. Sequenced delivery of segments will then be the 
mode of delivery for the life of the connection. 


3.4 Reliable Communication 


RDP implements a reliable message service through a number 
of mechanisms. These include the insertion of sequence numbers 
and checksums into segments, the positive acknowledgement of 
segment receipt, and timeout and retransmission of missing 
segments. 


3.4.1 Segment Sequence Numbers 


Each segment transporting data has a sequence number that 
uniquely identifies it among all other segments in the same 
connection. The initial sequence number is chosen when the 
connection is opened and is selected by reading a value from a 
monotonically increasing clock. Each time a segment containing 
data is transmitted, the sequence number is incremented. 
Segments containing no data do not increment the sequence number. 
However, the SYN and NUL segments, which cannot contain data, are 
exceptions. The SYN segment is always sent with a unique 
sequence number, the initial sequence number. The NUL segment is 
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sent with the next valid sequence number. 


3.4.2 Checksums 


Each RDP segment contains a checksum to allow the receiver 


to detect damaged segments. RDP uses a non-linear checksum 
algorithm to compute a checksum that is 32-bits wide and operates 
on data in units of four octets (32 bits). The area that is 


covered by the checksum includes both the RDP header and the RDP 
data area. 


If a segment contains a number of header and data octets 
that is not an integral multiple of 4 octets, the last octet is 
padded on the right with zeros to form a 32-bit quantity for 


computation purposes. The padding zeros are not transmitted as 
part of the segment. While computing the checksum, the  checksum 
field itself is replaced with zeros. The actual algorithm is 


described in Section 4.2.1. 


3.4.3 Positive Acknowledgement of Segments 


RDP assumes it has only an unreliable datagram service to 
deliver segments. To guarantee delivery of segments in this 
environment, RDP uses positive acknowledgement and retransmission 
of segments. Each segment containing data and the SYN and NUL 
segments are acknowledged when they are correctly received and 
accepted by the destination host.  Segments containing only an 
acknowledgement are not acknowledged. Damaged segments are 
discarded and are not acknowledged. Segments are retransmitted 
when there is no timely acknowledgement of the segment by the 
destination host. 


RDP allows two types of acknowledgement. A cumulative 
acknowledgement is used to acknowledge all segments up to a 
specified sequence number. This type of acknowledgement can be 
sent using fixed length fields within the RDP header. 
Specifically, the ACK control flag is set and the last 
acknowledged sequence number is placed in the Acknowledgement 
Number field. 


The extended or non-cumulative acknowledgement allows the 


receiver to acknowledge segments out of sequence. This type of 
acknowledgement is sent using the EACK control flag and the 
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variable length fields in the RDP segment header. The variable 
length header fields are used to hold the sequence numbers of the 
acknowledged out-of-sequence segments. 


The type of acknowledgement used is simply a function of the 
order in which segments arrive. Whenever possible, segments are 
acknowledged using the cumulative acknowledgement segment. Only 
out-of-sequence segments are acknowledged using the extended 
acknowledgement option. 


The user process, when initiating the connection, cannot 
restrict the type of acknowledgement used on the connection. The 
receiver may choose not to implement out-of-sequence 
acknowledgements. On the other hand, the sender may choose to 
ignore out-of-sequence acknowledgements. 


3.4.4 Retransmission Timeout 


Segments may be lost in transmission for two reasons: they 
may be lost or damaged due to the effects of the lossy 
transmission media; or they may be discarded by the receiving 
RDP. The positive acknowledgement policy requires the receiver 
to acknowledge a segment only when the segment has been correctly 
received and accepted. 


To detect missing segments, the sending RDP must use a 
retransmission timer for each segment transmitted. The timer is 
set to a value approximating the transmission time of the segment 
in the network. When an acknowledgement is received for a 
segment, the timer is cancelled for that segment. If the timer 
expires before an acknowledgement is received for a segment, that 
segment is retransmitted and the timer is restarted. 


3.5 Flow Control and Window Management 


RDP employs a simple flow control mechanism that is based on 
the number of unacknowledged segments sent and the maximum 
allowed number of outstanding  (unacknowledged) segments. Each 
RDP connection has an associated set of flow control parameters 
that include the maximum number of outstanding segments for each 
side of a connection. These parameters are specified when the 
connection is opened with the Open request, with each side of the 
connection specifying its own parameters. The parameters are 
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passed from one host to another in the initial connection 
segments. 


The values specified for these parameters should be based on 
the amount and size of buffers that the RDP is willing to 
allocate to a connection. The particular RDP implementation can 
set the parameters to values that are optimal for its buffering 
scheme. Once these parameters are set they remain unchanged 
throughout the life of the connection. 


RDP employs the concept of a sequence number window for 
acceptable segment sequence numbers. The left edge of the window 
is the number of the last in-sequence acknowledged sequence 
number plus one. The right edge of the window is equal to the 
left edge plus twice the allowed maximum number of outstanding 
segments. The allowed maximum number of outstanding segments is 
the number of segments the transmitting RDP software is allowed 
to send without receiving any acknowledgement. 


The flow control and window management parameters are used 


as follows. The RDP module in the transmitting host sends 
segments until it reaches the connection’s segment limit 
specified by the receiving process. Once this limit is reached, 


the transmitting RDP module may only send a new segment for each 
acknowledged segment. 


When a received segment has a sequence number that falls 
within the acceptance window, it is acknowledged. If the 
sequence number is equal to the left-hand edge (i.e., it is the 
next sequence number expected), the segment is acknowledged with 
a cumulative acknowledgement (ACK). The acceptance window is 
adjusted by adding one to the value of the edges. If the 
sequence number is within the acceptance window but is out of 
sequence, it is acknowledged with a non-cumulative 
acknowledgement (EACK). The window is not adjusted, but the 
receipt of the out-of-sequence segment is recorded. 


When segments are acknowledged out of order, the 
transmitting RDP module must not transmit beyond the acceptance 
window. This could occur if one segment is not acknowledged but 
all subsequent segments are received and acknowledged. This 
condition will fix the left edge of the window at the sequence 
number of the unacknowledged segment. As additional segments are 
transmitted, the next segment to be sent will approach and 
eventually overtake the right window edge. At this point all 
transmission of new segments will cease until the  unacknowledged 
segment is acknowledged. 
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3.6 User Interface 


The user interface to RDP is implementation dependent and 
may use system calls, function calls or some other mechanism. 
The list of requests that follows is not intended to suggest a 
particular implementation. 


OPEN Request 
Opens a connection. Parameters include type (active or 
passive), local port, remote port, remote host address, 
maximum segment size, maximum number of unacknowledged 
segments, delivery mode (sequenced or non-sequenced). The 
connection id, including any allocated port number, is 
returned to the user. 

SEND Request 
Sends a user message. Parameters include connection 
identifier, buffer address and data count. 

RECEIVE Request 
Receives a user message. Parameters include connection 
identifier, buffer address and data count. 

CLOSE Request 
Closes a specified connection. The single parameter is the 
connection identifier. 

STATUS Request 
Returns the status of a connection. The parameters include 


the connection identifier and the address of the status 
buffer. 
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3.7 Event Processing 


This section describes one possible sequence for processing 


events. Tt is not intended to suggest a particular 
implementation, but any actual implementation should vary from 
this description only in detail and not significantly in 


substance. The following are the kinds of events that may occur: 
USER REQUESTS 
Open 
Send 
Receive 
Close 
Status 
ARRIVING SEGMENT 


Segment Arrives 


TIMEOUTS 


Retransmission Timeout 
Close-Wait Timeout 


User request processing always terminates with a return to 
the caller, with a possible error indication. Error responses 


are given as a character string. A delayed response is also 
possible in some situations and is returned to the user by 
whatever event or pseudo interrupt mechanism is available. The 


term "signal" is used to refer to delayed responses. 


Processing of arriving segments usually follows this general 
sequence: the sequence number is checked for validity and, if 
valid, the segment is queued and processed in  sequence-number 
order. For all events, unless a state change is specified, RDP 
remains in the same state. 
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3.7.1 User Request Events 


The following scenarios demonstrate the processing of events 
caused by the issuance of user requests: 


Open Request 


CLOSED STATE 


Create a connection record 
If none available 

Return "Error - insufficient resources" 
Endif 


If passive Open 
If local port not specified 
Return "Error - local port not specified" 
Endif 
Generate SND.ISS 
Set SND.NXT = SND.ISS + 1 
SND.UNA = SND.ISS 
Fill in SND.MAX, RMAX.BUF from Open parameters 
Set State - LISTEN 
Return 
Endif 


If active Open 
If remote port not specified 
Return "Error - remote port not specified" 
Endif 
Generate SND.ISS 
Set SND.NXT = SND.ISS + 1 
SND.UNA = SND.ISS 
Fill in SND.MAX, RMAX.BUF from Open parameters 
If local port not specified 
Allocate a local port 
Endif 
Send «SEQ-SND.ISS»«MAX-SND.MAX»«MAXBUF-RMAX.BUF»«SYN» 
Set State - SYN-SENT 
Return (local port, connection identifier) 
Endif 
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LISTEN STATE 
SYN-SENT STATE 
SYN-RCVD STATE 
OPEN STATE 
CLOSE-WAIT STATE 


Return "Error - connection already open" 


Close Request 

OPEN STATE 
Send <SEQ=SND.NXT><RST> 
Set State = CLOSE-WAIT 
Start TIMWAIT Timer 
Return 

LISTEN STATE 
Set State - CLOSED 
Deallocate connection record 


Return 


SYN-RCVD STATE 
SYN-SENT STATE 


Send <SEQ=SND.NXT><RST> 
Set State = CLOSED 
Return 
CLOSE-WAIT STATE 
Return "Error - connection closing" 


CLOSE STATE 


Return "Error - connection not open" 
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Receive Request 
OPEN STATE 


If Data is pending 

Return with data 

else 

Return with "no data" indication 
Endif 


LISTEN STATE 
SYN-RCVD STATE 
SYN-SENT STATE 


Return with "no data" indication 


CLOSE STATE 
CLOSE-WAIT STATE 


Return "Error - connection not open" 


Send Request 
OPEN STATE 


If SND.NXT « SND.UNA + SND.MAX 

Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK><Data> 

Set SND.NXT = SND.NXT + 1 

Return 
else 

Return "Error - insufficient resources to send data" 
Endif 


LISTEN STATE 
SYN-RCVD STATE 
SYN-SENT STATE 
CLOSE STATE 
CLOSE-WAIT STATE 


Return "Error - connection not open" 


Status Request 


Return with: 
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State of connection (OPEN, LISTEN, etc.) 

Number of segments unacknowledged 

Number of segments received not given to user 

Maximum segment size for the send side of the connection 
Maximum segment size for the receive side of the connection 


3.7.2 Segment Arrival Events 


The following scenarios describe the processing of the event 
caused by the arrival of a RDP segment from a remote host. The 
assumption is made that the segment was addressed to the local 
port associated with the connection record. 


If State - CLOSED 


If RST set 
Discard segment 
Return 

Endif 


If ACK or NUL set 
Send «SEQ-SEG.ACK + 1><RST> 
Discard segment 
Return 
else 
Send <SEQ=0><RST><ACK=RCV.CUR><ACK> 
Discard segment 
Return 
Endif 


Endif 


If State - CLOSE-WAIT 
If RST set 
Set State - CLOSED 
Discard segment 
Cancel TIMWAIT timer 
Deallocate connection record 
else 
Discard segment 
Endif 
Return 
Endif 
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If State - LISTEN 


If RST set 
Discard the segment 
Return 

Endif 


If ACK or NUL set 
Send «SEQ-SEG.ACK + 1><RST> 
Return 

Endif 


If SYN set 


Set RCV.CUR = SEG.SEQ 
RCV.IRS = SEG.SEO 
SND.MAX = SEG.MAX 


SBUF.MAX = SEG.BMAX 
Send <SEQ=SND.ISS><ACK=RCV.CUR><MAX=RCV.MAX><BUFMAX=RBUF . MAX> 


<ACK><SYN> 
Set State = SYN-RCVD 
Return 


Endif 


If anything else (should never get here) 
Discard segment 
Return 
Endif 
Endif 


If State = SYN-SENT 


If ACK set 


If RST clear and SEG.ACK != SND.ISS 
Send «SEQ-SEG.ACK + 1><RST> 
Endif 
Discard segment; Return 
Endif 


If RST set 
If ACK set 
Signal "Connection Refused" 
Set State = CLOSED 
Deallocate connection record 
Endif 
Discard segment 
Return 
Endif 
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If SYN set 
Set RCV.CUR = SEG.SEQ 
RCV.IRS = SEG.SEQ 
SND.MAX = SEG.MAX 
RBUF.MAX = SEG.BMAX 
If ACK set 


Set SND.UNA = SEG.ACK 
State = OPEN 
Send <SEQ=SND .NXT><ACK=RCV.CUR><ACK> 
else 
Set State = SYN-RCVD 
Send <SEQ=SND.ISS><ACK=RCV.CUR><MAX=RCV.MAX><BUFMAX=RBUF .MAX> 
<SYN><ACK> 


Endif 
Return 
Endif 


If anything else 
Discard segment 
Return 

Endif 

Endif 


If State = SYN-RCVD 


If RCV.IRS « SEG.SEQ =< RCV.CUR + (RCV.MAX * 2) 
Segment sequence number acceptable 
else 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK> 
Discard segment 
Return 
Endif 


If RST set 
If passive Open 
Set State = LISTEN 
else 
Set State = CLOSED 
Signal "Connection Refused" 
Discard segment 
Deallocate connection record 
Endif 
Return 
Endif 
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If SYN set 
Send «SEQ-SEG.ACK + 1><RST> 
Set State - CLOSED 
Signal "Connection Reset" 
Discard segment 
Deallocate connection record 
Return 

Endif 


If EACK set 
Send «SEQ-SEG.ACK + 1><RST> 
Discard segment 
Return 

Endif 


If ACK set 
If SEG.ACK = SND.ISS 
Set State - OPEN 
else 
Send «SEQ-SEG.ACK + 1><RST> 
Discard segment 
Return 
Endif 
else 
Discard segment 
Return 
Endif 


If Data in segment or NUL set 

If the received segment is in sequence 
Copy the data (if any) to user buffers 
Set RCV.CUR-SEG.SEQ 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK> 

else 
If out-of-sequence delivery permitted 

Copy the data (if any) to user buffers 


Endif 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK><EACK><RCVDSEQNO1> 
.. .XRCVDSEQNOn» 
Endif 
Endif 


Endif 
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If State = OPEN 


If RCV.CUR < SEG.SEQ =< RCV.CUR + (RCV.MAX * 2) 
Segment sequence number acceptable 

else 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK> 
Discard segment and return 

Endif 


If RST set 
Set State = CLOSE-WAIT 
Signal "Connection Reset" 
Return 

Endif 


If NUL set 
Set RCV.CUR=SEG.SEQ 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK> 
Discard segment 
Return 
Endif 


If SYN set 
Send <SEQ=SEG.ACK + 1><RST> 
Set State = CLOSED 
Signal "Connection Reset" 
Discard segment 
Deallocate connection record 
Return 

Endif 


If ACK set 
If SND.UNA =< SEG.ACK < SND.NXT 
Set SND.UNA = SEG.ACK 
Flush acknowledged segments 
Endif 
Endif 


If EACK set 


Flush acknowledged segments 
Endif 
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If Data in segment 
If the received segment is in sequence 
Copy the data to user buffers 
Set RCV.CUR-SEG.SEQ 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK> 
else 
If out-of-sequence delivery permitted 
Copy the data to user buffers 


Endif 
Send <SEQ=SND.NXT><ACK=RCV.CUR><ACK><EACK><RCVDSEQNO1> 
<.  <RCOVDSEQNON> 
Endif 
Endif 
Endif 


3.7.3  Timeout Events 


Timeout events occur when a timer expires and signals the 
RDP. Two types of timeout events can occur, as described below: 


RETRANSMISSION TIMEOUTS 


If timeout on segment at head of retransmission queue 
Resend the segment at head of queue 
Restart the retransmission timer for the segment 
Requeue the segment on retransmission queue 
Return 

Endif 


CLOSE-WAIT TIMEOUTS 
Set State - CLOSED 


Deallocate connection record 
Return 
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CHAPTER 4 


RDP Segments and Formats 


The segments sent by the application layer are encapsulated 
in headers by the transport, internet and network layers, as 
follows: 


4---------------- + 
Network Access 
Header 
4---------------- t 
| IP Header | 
4---------------- + 
| RDP Header | 
4---------------- + 
| D | 
| A | 
| T | 
| A | 
4+---------------- + 


Segment Format 
Figure 4 


4.1 IP Header Format 


When used in the internet environment, RDP segments are sent 
using the version 4 IP header as described in RFC791, "Internet 
Protocol." The RDP protocol number is ??? (decimal). The time- 
to-live field should be set to a reasonable value for the 
network. 


All other fields should be set as specified in RFC-791. 


Page 31 


RFC-908 


4.2 RDP Header Format 


Every RDP 
format of the 
is variable in 
fixed location 
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segment is prefaced with an RDP 
header is shown in Figure 5 below. 

length and its size is indicated by a field in a 
within the header. 


0 0 0 a 1 
0 1:2 3$ 5:6 7.99.0 X.2-3 4.5 
a tas 
|S|A|E|R|N| |ver| Header | 
|Y|C|A|S|U|O|No. | Length | 

INIK[KIT|IL |. | 

*—R—-—R—4—-——4---------------—M 
| Source Port | Dest. Port | 
+--------------- $ + 
| Data Length | 
$ $2 + 
| | 
+--- Sequence Number =--+ 
| | 
R-—------------- R-—------------- * 
| | 
+--- Acknowledgement Number  ---+ 
| | 
4+--------------- $ + 
| | 
=== Checksum ===+ 
| | 
$2 $2 + 
| Variable Header Area | 
| | 
$ $2 + 


RDP Header Format 
Figure 5 
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RDP Header Fields 


Control Flags 


This 8-bit field occupies the first octet of word one in the 
header. It is bit encoded with the following bits currently 
defined: 


Bit # Bit Name Description 


0 SYN Establish connection and 

synchronize sequence numbers. 
1 ACK Acknowledge field significant. 
2 EACK Non-cumulative (Extended) acknowledgement. 
3 RST Reset the connection. 
4 NUL This is a null (zero data length) segment. 
2 Unused. 


Note that the SYN and RST are sent as separate segments and 
may not contain any data. The ACK may accompany any 
message. The NUL segment must have a zero data length, but 
may be accompanied by ACK and EACK information. The other 
control bit is currently unused and is defined to be zero. 


Version Number 


This field occupies bits 6-7 of the first octet. It 
contains the version number of the protocol described by 
this document. Current value is one (1). 


Header Length 


The length of the RDP header in units of two (2) octets, 


including this field. This field allows RDP to find the 
start of the Data field, given a pointer to the head of the 
segment. This field is 8 bits in length. For a segment 


with no variable header section, the header length field 
will have the value 9. 


Source and Destination Ports 


The Source and Destination Ports are used to identify the 
processes in the two hosts that are communicating with each 
other. The combination of the port identifiers with the 
source and destination addresses in the network access 
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Data 


protocol header serves to fully qualify the connection and 
constitutes the connection identifier. This permits RDP to 
distinguish multiple connections between two hosts. Each 
field is 8 bits in length, allowing port numbers from 0 to 
255 (decimal). 


Length 
The length in octets of the data in this segment. The data 


length does not include the RDP header. This field is 16 
bits in length. 


Sequence Number 


The sequence number of this segment. This field is 32 bits 
in length. 


Acknowledgement Number 


If the ACK bit is set in the header, this is the sequence 
number of the segment that the sender of this segment last 
received correctly and in sequence. Once a connection is 
established this should always be sent. This field is 32 
bits in length. 


Checksum 


Page 


This field is a 32-bit checksum of the segment header and 


data. The algorithm description below includes two 
variables, the checksum accumulator and the checksum 
pointer. The checksum accumulator is an actual 32-bit 
register in which the checksum is formed. The checksum 
pointer is included for purposes of description, to 
represent the operation of advancing through the data four 
octets (32-bits) at a time. It need not be maintained in a 


register by an implementation. 


1) The checksum pointer is set to zero, to correspond to the 
beginning of the area to be checksummed. The checksum 
accumulator is also initialized to zero before beginning the 
computation of the checksum. 


2) The 32-bit memory word located at the address referenced 
by the checksum pointer is added arithmetically to the 
checksum accumulator. Any carry propagated out of the 
checksum accumulator is ignored. The checksum field itself 
is replaced with zeros when being added to the checksum 
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accumulator. 


3) The checksum accumulator is rotated left one bit 
position. The checksum pointer is advanced to correspond to 
the address of the next 32-bit word in the segment. 


4) Steps 2 and 3 are repeated until the entire segment has 
been summed. If a segment contains a number of header and 
data octets that is not an integral multiple of 4 octets, 
the last octet is padded on the right with zeros to form a 
32-bit quantity for computation purposes. 


Variable Header Area 


This area is used to transmit parameters for the SYN and 
EACK segments. 


Page 35 


July 1984 


synchronize 
segment also 
the maximum 


RFC-908 
4.3 SYN Segment 
The SYN is used to establish a connection and 
Sequence numbers between two hosts. The SYN 
contains information to inform the remote host of 
number of segments the local RDP is willing to accept and the 
maximum segment size it can accept. The SYN may be 


combined with 


an ACK in a segment but is never combined with user data. 


4.3.1 SYN Segment Format 
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0 0 0 1 1 
01234567829 012345 
T——R—R-——R-—4---—4---------------X 
l1ilololojo|o|o 1| Header Length | 
T——R—R-——R-—4---—4---------------X 
| Source Port | Dest. Port | 
fs SS SS SSS SSeS EI RI E EE EE t 
| Data Length = 0 | 
a a E E + 
| | 
+--- Sequence Number =--+ 
| | 
+--------------- 4+--------------- + 
| | 
+--- Acknowledgement Number  ---+ 
| | 
$ $ TAE + 
| | 
t--- Checksum ---t 
| | 
Hao eS 3S Hon + 
| Max. # of Outstanding Segments | 
r os e E + 
| Max. Segment Size | 
eS SSS SoS SS SS SS SS SS SS + 
| Options Flag Field | 
$ N E, $ + 


SYN Segment Format 
Figure 6 
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4.3.2 SYN Segment Fields 
Sequence Number 


Contains the initial sequence number selected for this 
connection. 


Acknowledgement Number 
This field is valid only if the ACK flag is set. In that 


case, this field will contain the sequence number of the SYN 
segment received from the other RDP. 


Maximum Number of Outstanding Segments 


The maximum number of segments that should be sent without 
getting an acknowledgement. This is used by the receiver as 
a means of flow control. The number is selected during 
connection initiation and may not be changed later in the 
life of the connection. 


Maximum Segment Size 


The maximum size segment in octets that the sender should 


send. It informs the sender how big the receiver's buffers 
are. The specified size includes the length of the IP 
header, RDP header, and data. It does not include the 


network access layer’s header length. 

Options Flag Field 
This field of two octets contains a set of options flags 
that specify the set of optional functions that are desired 
for this connection. The flags are defined as follows: 


Bit # Bit Name Description 


0 SDM Sequenced delivery mode. 


The sequenced delivery mode flag specifies whether delivery 


of segments to the user is sequenced (delivered in 
sequence-number order) or non-sequenced (delivered in 
arrival order, regardless of sequence number). A value of 0 


specifies non-sequenced delivery of segments, and a value of 
1 specifies sequenced delivery. 
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4.4 ACK Segment 


The ACK segment is used to acknowledge in-sequence segments. 
It contains both the next send sequence number and the 
acknowledgement sequence number in the RDP header. The ACK 
segment may be sent as a separate segment, but it should be 
combined with data whenever possible. Data segments must always 
include the ACK bit and Acknowledgement Number field. 


4.4.1 ACK Segment Format 


0 0 0 1 1 
0123456789 012345 
t—+-+-4-4+-4+-4---4+------ === + 
o [o|1]o[o[o]|o|o 1| Header Length | 
a a a 
1 | Source Port | Dest. Port | 
ducere eue FRE ÉSAS + 
2 | Data Length 
FS==+2=+5335=2>5==2 os S== 9525 ====22 + 
3 | | 
+--- Sequence Number =--+ 
a| | 
+--------------- 4+--------------- + 
5 | | 
+--- Acknowledgement Number  ---+ 
6 | | 
$ $ TAE + 
7 | | 
t--- Checksum ---t 
8 | | 
HRS heee + 
| | 
| Data | 
+--------------- ioe ee nni + 


ACK Segment Format 
Figure 7 
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4.4.2 ACK Segment Fields 
Data Length 


A non-zero Data Length field indicates that there is data 
present in the segment. 


Sequence Number 


The value of the Sequence Number field is advanced to the 
next sequence number only if there is data present in the 
segment. An ACK segment without data does not use sequence 
number space. 


Acknowledgement Number 


The Acknowledgement Number field contains the sequence 
number of the last segment received in sequential order. 


Page 39 


RFC-908 July 1984 


4.5 Extended ACK Segment 

The EACK segment is used to acknowledge segments received 
out of sequence. It contains the sequence numbers of one or more 
segments received with a correct checksum, but out of sequence. 
The EACK is always combined with an ACK in the segment, giving 


the sequence number of the last segment received in sequence. 
The EACK segment may also include user data. 


4.5.1 EACK Segment Format 


The EACK segment has the format shown in Figure 8. 


4.5.2 EACK Segment Fields 
Data Length 


A non-zero Data Length field indicates that there is data 
present in the segment. 


Sequence Number 
The value of the Sequence Number field is advanced to the 
next sequence number only if there is data present in the 
segment. An EACK segment without data does not use sequence 
number space. 

Acknowledgement Number 
The Acknowledgement Number field contains the sequence 
number of the last segment received in sequential order. 


Sequence # Received OK 


Each entry is the sequence number of a segment that was 
received with a correct checksum, but out of sequence. 
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0 0 0 1 1 
012345072899 0 123 4 5 
o E 
[o|1]i|]oj|o]|o|o 1| Header Length | 
o nnn t+ 
| Source Port | Dest. Port | 
q--------------- q--------------- + 
| Data Length | 
ae ee ee eee Ge ae es + 
| | 
+=-- Seguence Number ---| 
| | 
q--------------- q--------------- + 
| | 


| | 
4+--------------- 4+--------------- + 
| | 
fase Checksum ===+ 
| | 
4+--------------- 4+--------------- + 
| | 


t--- Sequence # Received OK ---+ 


4+--------------- 4+--------------- + 


t--- Sequence # Received OK ---+ 


| | 
4--------------- 4--------------- * 
4--------------- seas ies ore * 
| | 
| Data | 
| | 
4--------------- 4--------------- * 


EACK Segment Format 
Figure 8 
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4.6 RST Segment 


The RST segment is used to close or reset a 


Upon receipt of an RST segment, 


must abort any 


Separate segment and does not include any data. 


4.6.1 RST Segment Format 


Page 42 


0 0 0 1 1 
012345 67890123 45 
a a a 
loloJol1|Jo|o|o 1| Header Length | 
a a === 5-4 
| Source Port | Dest. Port | 
$ $ + 
| Data Length = 0 | 
PES === PRESS SA ETS ROSS + 
| | 
+--- Sequence Number =--+ 
| | 
a E RAS SSA + 
| | 
+--- Acknowledgement Number  ---+ 
| | 
$ EN $ E EEE + 
| | 
t--- Checksum ---t 
| | 
AGS SS a a EE + 


RST Segment Format 
Figure 9 
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4.7 NUL Segment 


The NUL segment is used to determine if the other side of a 
connection is still active. When a NUL segment is received, an 
RDP implementation must acknowledge the segment if a valid 
connection exists and the segment sequence number falls within 
the acceptance window. The segment is then discarded. The NUL 
may be combined with an ACK in a segment but is never combined 
with user data. 


4.7.1 NUL segment format 


0 0 0 1 1 
0123456789 012345 
T——R—R-——R-—4---—4---------------X 
o [ojojo[o|1]o|o 1| Header Length | 
T——R—R-——R-—4--—4---------------X 
1 | Source Port | Dest. Port | 
quiu leer queen + 
2 | Data Length = 0 
== 222 Soo SA =e Fosas 2e=> + 
3 | | 
+--- Sequence Number AE 
4 | | 
$ nn enS RE $ + 
5 | | 
+--- Acknowledgement Number  ---+ 
6 | | 
tS SSS S45 SSA a > + 
7 | | 
t--- Checksum ---t 
8 | | 
fee SS ee aia + 


NUL Segment Format 
Figure 10 
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CHAPTER 5 


Examples of Operation 


5.1 Connection Establishment 


This is an example of a connection being established between 
Host A and Host B. Host B has done a passive Open and is in 
LISTEN state. Host A does an active Open to establish the 
connection. 


Host A Host B 

Time State State 

Tz CLOSED LISTEN 

Dis SYN-SENT <SEQ=100><SYN> ---> 

35 «--- <SEQ=200><ACK=100><SYN, ACK> 
SYN-RCVD 

4. OPEN <SEQ=101><ACK=200> ---> OPEN 

5. <SEQ=101><ACK=200><Data> ---» 

6. «--- <SEQ=201><ACK=101> 
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5.2 Simultaneous Connection Establishment 


This is an example of two hosts trying to establishing 
connections to each other at the same time. Host A sends a SYN 
request to Host B at the same time Host B sends a SYN request to 
Host A. 


Host A Host B 

Time State State 
Y. CLOSED CLOSED 
2. SYN-SENT <SEQ=100><SYN>  ---» 

<--- <SEQ=200><SYN> SYN-SENT 
3. SYN-RCVD SYN-RCVD 

<SEQ=100><ACK=200><SYN,ACK> ---» 

«-—-- <SEQ=200><ACK=100><SYN, ACK> 

4. OPEN OPEN 
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5.3 Lost Segments 


Examples of Operation 


This is an example of what happens when a segment is lost. 
It shows how segments can be acknowledged out of sequence and 


that only the missing segment need be retransmitted. Note that 

in this and the following examples "EA" stands for "Out of 

Sequence Acknowledgement." 

Time Host A Host B 

1. <SEQ=100><ACK=200><Data>  ---» 

Zi «--- <SEQ=201><ACK=100> 

3% <SEQ=101><ACK=200><Data> (segment lost) 

4. 

5. <SEQ=102><ACK=200><Data>  ---» 

6. «-—- <SEQ=201><ACK=100><EHA=102> 

E <SEQ=103><ACK=200><Data>  ---» 

8. «--- <SEQ=201><ACK=100> 
<EA=102,103> 

9 <SEQ=101><ACK=200><Data>  ---» 

10. «--- <SEQ=201><ACK=103> 

Els <SEQ=104><ACK=200><Data> ---> 

12: «--- <SEQ=201><ACK=104> 
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5.4 Segments Received Out of Order 


This an example of segments received out of order. Tt 
further illustrates the use of acknowledging segments out of 
order to prevent needless retransmissions. 


Time Host A Host B 

Te <SEQ=100><ACK=200><Data> ---> 

2. «-—-- <SEQ=201><ACK=100> 

SN <SEQ=101><ACK=200><Data> (delayed) 

4. 

Dis <SEQ=102><ACK=200><Data>  ---» 

6. «-—-- <SEQ=201><ACK=100><EA=102> 
7. <SEQ=103><ACK=200><Data>  ---» 


---» (delayed segment 101 arrives) 


8. <--- <SEQ=201><ACK=103> 
9. <SEQ=104><ACK=200><Data>  ---» 
10. <--- <SEQ=201><ACK=104> 
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5.5 Communication Over Long Delay Path 


This is an example of a data transfer over a long delay 
path. In this example, Host A is permitted to have as many as 
five unacknowledged segments. The example shows that it is not 
necessary to wait for an acknowledgement in order to send 
additional data. 


Time Host A Host B 
les <SEQ=100><ACK=200><Data> -1-> 
2. <SEQ=101><ACK=200><Data> -2-> 
3x <SEQ=102><ACK=200><Data> -3-> 
-1-» (received) 
4. «—-4—- <SEQ=201><ACK=100> 
5? <SEQ=103><ACK=200><Data> -5-> 
-2-» (received) 
6. «-6- <SEQ=201><ACK=101> 
7. <SEQ=104><ACK=200><Data> -7-» 
-3-» (received) 
8. «-8- <SEQ=201><ACK=102> 
(received) «-4- 
9s <SEQ=105><ACK=200><Data> -9-» 
-5-» (received) 
10. <-10- <SEQ=201><ACK=103> 


(received) <-6- 
Iis <SEQ=106><ACK=200><Data> -11-> 
-]-» (received) 


I2 <-12- <SEQ=201><ACK=104> 
(received) <-8- 

E34 -9-» (received) 

14. <-13- <SEQ=201><ACK=105> 
(received) «-10- 

1:5 -11-> (received) 

16. <-14- <SEQ=201><ACK=106> 
(received) <-12- 

17. (received) «-13- 

18. (received) «-14- 
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5.6 Communication Over Long Delay Path With Lost Segments 


This is an example of communication over a long delay path 
with a lost segment. It shows that by acknowledging segments out 
of sequence, only the lost segment need be retransmitted. 


Time Host A Host B 


1. <SEQ=100><ACK=200><Data>  -1-» 
<SEQ=101><ACK=200><Data>  -2-» 
3. <SEQ=102><ACK=200><Data>  -3-» 
-1-» (received) 
4. «—-4—- <SEQ=201><ACK=100> 
5. <SEQ=103><ACK=200><Data> (segment lost) 
-2-» (received) 
6. «-5- <SEQ=201><ACK=101> 
7. <SEQ=104><ACK=200><Data>  -6-» 
-3-» (received) 
8. <-7-  «SEQ-201»«ACK-102» 
(received) «-4- 
9. <SEQ=105><ACK=200><Data>  -8-» 


N 


(received) «-5- 
11. <SHQ=106><ACK=200><Data> -10-> 
-6-> (received) 
12 «-11- <SEQ=201><ACK=102><EA=104> 
(received) «-7- 
-8-» (received) 


13. «-12- <SEQ=201><ACK=102><EA=104,105> 
-10-> (received) 
14. <-13- <SEQ=201><ACK=102><EA=104-106> 


(received) <-11- 
15. <SHQ=103><ACK=200><Data> -14-> 
(received) <-12- 


16. (received) «-13- 
-14-> (received) 
17. <-15- <SEQ=201><ACK=106> 
18. 
19. (received) «-15- 
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5.7 Detecting a Half-Open Connection on Crash Recovery 


This is an example of a host detecting a half-open 
connection due to the crash and subsequent restart of the host. 
In this example, Host A crashes during a communication session, 
then recovers and tries to reopen the connection. During the 
reopen attempt, it discovers that a half-open connection still 
exists and it then resets the other side. Both sides were in the 
OPEN state prior to the crash. 


Host A Host B 
Time 
T OPEN OPEN 
(crash!) <--- <SEQ=200><ACK=100><ACK> 
2. CLOSED OPEN 
(recover) 
3. SYN-SENT OPEN 
<SEQ=400><SYN> ---> (?) 
4. SYN-SENT OPEN 
(1) «--- <SEQ=200><ACK=100><ACK> 
D SYN-SENT OPEN 
<SEQ=101><RST> ---> (abort) 
6. SYN-SENT CLOSED 
7.  SYN-SENT <SEQ=400><SYN> ---» 
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5.8 Detecting a Half-Open Connection from the Active Side 


This is another example of detecting a half-open connection 
due to the crash and restart of a host involved in a connection. 
In this example, host A again crashes and restarts. Host B is 
still active and tries to send data to host A. Since host A has 
no knowledge of the connection, it rejects the data with an RST 
segment, causing host B to reset the connection. 


Host A Host B 
Time 
I; (crash!) OPEN 
2. CLOSED «-—-- <SEQ=200><ACK=100><Data> OPEN 
3. CLOSED <SEQ=101><RST> ---> (abort) 
4. CLOSED CLOSED 
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APPENDIX A 


Implementing a Minimal RDP 


It is not necessary to implement the entire RDP 
specification to be able to use RDP. For simple applications 
such as a loader, where size of the protocol module may be 
important, a subset of RDP may be used. For example, an 
implementation of RDP for loading may employ the following 
restrictions: 


O Only one connection and connection record is supported. 
This is the connection used to load the device. 


o A single, well-known port is used as the loader port. 
Allocable ports are not implemented. 


O Only the passive Open request is implemented. Active Opens 
are not supported. 


O The sequenced delivery option is not supported. Messages 
arriving out of order are delivered in the order they 
arrive. 

O If efficiency is less important than protocol size, the 


extended acknowledgement feature need not be supported. 


Page 53 


RFC-908 July 1984 


INDEX 
AER Sint C M "UE aa 16, 33, 34, 38 
ACK Segment. format. i sic eve e a es ERU EUR e pex LUPUS 38 
acknowledgement number field......... 16, 34, 37, 38, 39, 40 
byte=St ream protoColsiux.£À—x Go ete. Soa ión 4, 14 
(oiot- Tel piu" 16 
checksum field.-cl. 0443€. a 34 
Close LOQUE CA e wes Eu sure e EIS a a 13 
CLOSE ASA enu Pu dere e sexu a chis Ro uiu e sed xr. eire 9, 10 
CLOSEWATIT;li2.24.1-——29 eel Bie 94 ace: ire 99 0) 34 41 2 9 0 8 12 
Elose=Waltt staters vul lel TM DR Cr RR T eas TO, LL, X3 
GHOSE-WAIT-tgmeoutSes.ERVASR tl ie e RU IAS. SIS: 29 
connection; CLOSING. OF sicesiecd ye los dogs ove tere eine were cem ES Y pde 13, 42 
connection; establishment: -Ofoi.l £e sie a dese Sess 8, 11, 45 
connection, identific A. bore ee ge RR WR eo ees, E Ty 33 
connection management... 1] we ele e ee RI SS 7 
GonnectTron \HECOFG 450 ae ela ead desde em esi ERU EHE a OE alas gus LAN i 
connection; State diagram... ee ONE eee a 10 
connection States. wee wu URN RIER SE Sed ote ER SoS 8 
control, flags fielders odes esie ie a aa 33 
cumulative acknowledgement................ eee eee eee 16 
data communvicatlOni. wA I eeexsco s eR RIED ees 14 
data length fa eds Ace A Re SIDE e IS E Sue 34, 39, 40 
A Xo rar Hic npn MM EE 6 
debudggdHqgss subesse xx Re dE s SEE ESSA e 173 
AUMENTA Wr A eie V Rea prac ees 3 
BACK. ahd US sese Y See es O L6, 33, 35, 40 
EACK. segment formats asese cerea et ee e Stans wa RE REL E e pee E eun 40 
event processing t nemps RE ue x RSS er RE E Se ene 20 
extended acknowledgement.'.-:$.9. 5; Te a 16 
f LOWS COMET Ole uu. aiee a en x e ERR ena Ms GS REALE SO UE E A RENE Ces ree 17 
half-open connection, detection of............... 14, 51, 52 
initial sequence number................... eee Ou dl 2 ES 
püterner pEOtoOCOLlS4. LASS UL nb ERU dS eus WEN 5 
Ei ee cereis a e 6, 15,- 34 
IP'head8Ei ssl ewe Ee oe ee E a a SOR VERE DURS asa 31, 37 
ELSEN States enea A A oy M SCR Ee 8, 9, 10, 45 
LORO A RETE Pr PERPE ta tetas, MEET. 
maximum segment size................. ee li, 127, 13, 155 3 
maximum unacknowledged segments.............. Pa 0372: 5. aep. 7 
message fragmentation esses 993 ev a 14 
non-cumulative acknowledgement......oooooooooooooooooooo.. 16 


Page 54 


RDP Specification Examples of Operation 


NUT rere tpe CREAN E e eee esed aen E ue 33, 43 
NUL Segment formats s sui oe Serie cote WELTEN. 43 
Open. TOQUES A ao ada 8, 17 
Open. request; ¡activi rt aa 8, 9 
Open request, pasSrVec... 6 lv ER Rem E ei. qe 87-9 
Open:sSkbadbe-d4e aud ees, cick SiMe eles ee daha Nes e el PR E E E S ERE T0; AL, 5 
Options: flag. Er a a ew o Se ee um det re erem n et eden ues 3y/ 
out-of-sequence acknowledgement.................. 12, 16, 18 
DOTES A A A AS A 75-99 
ports, well-knOWBclcseiudeg alas 8 
positive acknowledgement................. eee eere 15, 16 
RB Fe MARS a ecd A tee SUE ue ee pie A tms o eeu esami P dois. eee Lutte 13 
ROVS CUR ii id ae TS AR SNA TIS E a v 12 
RGVDSEONOGO: catas eje Seog aleve a aa a a We ious: seis 12 
REVERSO a eue o NEG T IET RE SERIES MES a ES 12 
RGV SMAN note eer ule a lacra a e emer de 12 
RDP? ‘CONNECELON 5-3. 4d Seis A VIE ens dA ess 14 
RDP heéeadetf.-c.xoswegws9 use um erm e ser ite ws L4, 16, 32, 34 
RDP^-headdet:!Lengbluiuedoevye*wesevetemsuueremee eere m es 33 
RDP: segment. formate esses eI ls a eee ele ER ER SEL RUE EN 31 
reliable. commünicatiOhis.u vd ve. RR ss el oie mU UE EIS 15 
retransmission of segments.................. ee eee 15, 16, 17 
retransmission timebUtes sa s oesau IV We ee wea e S 17, 29 
ERST oS sig Gere eu AS E E A IA SN T. 33, 42 
RST Segment sss siie nd si ach eb ee: coe 13, 52 
RST Segment formats regenerates e rase pue Ro ese ts a 42 
SBUF MAX Ce e O NR ANN 12 
SDM r E a LESS e ak Sze a a Ba aes NS med E E a ts 37 
SEG ACK eo so on la toi o ae a A 13 
SECGABMA 1 I ERAN REN eere em E PEN S 13 
SEGS MAK Ses isles ded eral seats, A a S a a ide r3 
segment arrival eventsSs.cv4 uy A RM 20, 24 
Segments s as TP" 14 
SEG OEO raa LEER MU ERR EE 13 
Serid::requestun sched sonet S ens WR sae re e mo iE 14, 15 
sequence. Numer; ei inse. Crew e SER rRNA. PORE. NER S RR E o SUR 12:4: 15 
sequence number acceptance window................ ceres 18 
sequence number field........... 0... rtg 34, 37, 39, 40 
sequenced: delivery ebin osli ex uS a hen 3y cA, :37 
sequential acknowledgement................ eee eee 4 
SND ISS a hex save Soa eee ee ren furore ay ar Sere a dvi 12 
SND ie MA Katte Feats eri eus e dcm xU RU eere mu e aei. er dre erie dece ds 12 
OND NXT et te esta ah ah REAL LIE ESSE RESTER A seme 11 
ND UNA a e Mene e dee axle! Saad ve Saat due autem clase 12 
SEM MONETE LL CIC AES 11 
SYN etes II ay Ud Sed ead S 12, 13, 15, 33, 35, 36 
SYN ASEQMENE tebe bod eee e ole e S RIED e SUR L S 9, 36 


Page 55 


RFC-908 July 1984 


Syn Revd SE AE Sion io ieee td Se Sai Sirsa ue ERE Se oo, e UE Ie RES 9, 10 
SYNROCNE Stater A peel Ge ice uf iine eae tamed te ed MES 9, 10 
TOP ues woe eae uode os eee ge UY ER US Ur De hg gee x ROS BR ee 4, 14 
three-way: handshake sneda is a Pre us ee ir eheu dee us 4 
üser request events.) P we Ru Rr e eT E a 20, 21 
version nuümber-t1ield.li:S45-a Wet Codd eRe a RAEN AA eee 33 


Page 56 


RDP Specification Examples of Operation 


Page 57 


